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IoT-Line Drive-Through Scale KERN NFC

Networkable drive-through scale (IP67),  
verification optional

STANDARD

                               
OPTION FACTORY

                   

Model 

KERN

Weighing capacity 
[Max]

kg

Readability 
= Verification value 

[d] = [e]
kg

Minimal load 

[Min]
kg

Net weight 
approx. 

kg

Weighing plate Options
Verification Calibr. Certificate

KERN
DAkkS accr. 

KERN
NFC 600K-1M 600 0,2 4 130 A 965-230 963-130
NFC 600K-1LM 600 0,2 4 165 B 965-230 963-130
NFC 1.5T-4M 1500 0,5 10 130 A 965-230 963-130
NFC 1.5T-4LM 1500 0,5 10 165 B 965-230 963-130

Note: For devices that require verification (conformity assessment according to NAWI 2014/31/EU), please include the verification when placing your order.
The initial verification is not possible after delivery. Please inform the full address of the location of use for the initial verification.

Note: For verified scales the weighing bridge should be fixed to the floor. Optionally, with an access ramp, a footplate pair or a pit frame
 

Technical data

	· Large backlit LCD display, digit height 48 mm
	· Dimensions weighing surface, steel, powder- 
coated 
A W×D 1000×1000 mm (Without ramps) 
B W×D 1200×1200 mm (Without ramps)

	· Overall dimensions W×D×H 
A 1600×1220×95 mm 
B 1800×1420×95 mm

	· Platform height in the drive-through area:  
80 mm

	· Dimensions of display device W×D×H 
220×150×66,5 mm

	· Cable length of display device approx. 5 m
	· Permissible ambient temperature -10 °C/40 °C

Features

	· Drive-through scale for rapid weighing of e.g. 
wire cage trolleys, shelf trolleys, transpallets, 
mobile containers, containers refuse etc.

	· Weighing bridge: out of anti-slip corrugated 
steel, 4 silicone-coated steel load cells, IP67 
dust and spray protection

	· Display device: for details see KERN KFC-TM
	· IoT line: networkable balances with user- 
friendly concept of operation, for details see 
KERN KFC-TM

	· With Real Time Clock as standard: Enables 
you to log the weighing results with accurate 
time information. Even if the power supply is 
interrupted, the balance can continue to work 
with the correct time

	· Protective working cover included with delivery
Shipment via freight forwarder. Please ask for 
dimensions, gross weight, shipping costs

Discover more details and matching  
accessories online!


