
4 KERN KIP-V20M 5 KERN KFP-V20 IP67 6 KERN KFD-V20

KERN

 
 
  
kg

 
 
 
g

 
 
 
g

 
 
 
g

 
 
 

m

 
 
 

kg

 
 
 

mm

4

KIP 1500V20SM 1500 500 500 10000 5 130 1000×1000×108
KIP 1500V20EM 1500 500 500 10000 5 140 1200×1000×108
KIP 1500V20M 1500 500 500 10000 5 150 1500×1200×108
KIP 3000V20M 3000 1000 1000 20000 5 150 1500×1200×108
KIP 3000V20LM 3000 1000 1000 20000 5 180 1500×1500×108
5

KFP 1500V20SNM 1500 500 500 10000 5 100 1000×1000×85
KFP 1500V20NM 1500 500 500 10000 5 135 1500×1250×90
KFP 3000V20NM 3000 1000 1000 20000 5 135 1500×1250×90
KFP 3000V20LNM 3000 1000 1000 20000 5 155 1500×1500×80
6 
KFD 600V20M* 600 200 200 4000 5 125 1600×1200×78
KFD 600V20LM* 600 200 200 4000 5 155 1800×1400×80
KFD 1500V20M* 1500 500 500 10000 5 125 1600×1200×78
KFD 1500V20LM* 1500 500 500 10000 5 175 1800×1400×78
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  Weighing bridge KIP-V20M

  Weighing bridge KFP-V20 IP67

   Weighing bridge KFD-V20

 * ONLY WHILE STOCKS LAST !   New model

Platforms KERN KIP · KFP · KFD

Weighing Bridge Weighing Bridge Weighing Bridge
Features

 · Weighing bridge with non-slip chequer plate, 
lacquered, welded

 · 4 Load cells, steel, silicone-coated, IP67, 
OIML-R60-approval for verification, class III,  
3000 e

 · Can be built in using pit frames (optional)
 · Level indicator and levelling feet for precise  
levelling of the scale

 · Easy access to the junction boxfrom the top
 · Comfortable levelling of the weighing bridge  
from the top

Features

 · C Weighing plate screwed on from the top  
(models with [Max] ≤ 1500 kg), so it easy to 
remove, hygienic and easy to clean.

 · Lacquered steel weighing bridge, weighing 
plate size 1500×1500×130 mm corrugated 
steel plate. Extremely resistant to bending  
due to material thickness

 · 4 Load cells, steel, silicone-coated, IP67, 
OIML-R60-approval for verification, class III,  
3000 e

 · Can be built in using pit frames (optional)
 · Level indicator and levelling feet for precise  
levelling of the scale

 · Easy access to the junction boxfrom the top
 · Comfortable levelling of the weighing bridge  
from the top

Features

 · Weighing bridge made of non-slip corrugated 
steel plate, lacquered, two access ramps  
integrated, extremely resistant to bending

 · Extremely flat construction to facilitate access: 
access height only 45 mm

 · 4 Load cells, alloy steel, silicone-coated, IP67, 
OIML-R60-approved class III, 3000 e
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